CXV107

75 Ohm Coaxial Cable
This high-end video cable is composed of
48-stranded bare copper conductors. The
foamed polyethylene dielectric and dual braided
shield feature a minimal attenutation loss, while
maximum bandwith is still available for the most
demanding video applications. The tight tolerance
on all parameters ensures continued good
impedance matching, low reflection losses and
constant velocity of propagation during it’s lifespan.
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Structure
Type of cable
Build according to
Inner conductor
Inner conductor section
Isolation
Isolation colour
Number of conductors

Coaxial video cable - 75 Ohm - Ø 7 mm

Shielding
Outer jacket
Outer jacket colour
Lead resistance - 100 meter

Shield 1: Bare Copper 16 / 7 / 0.12 - Braiding
Shield 2: Tinned Copper 16 / 7 / 0.12 - Braiding
PVC
Green
4 Ohm

Shield resistance - 100 meter

1.5 Ohm

Stranded Bare Copper 48 / 0.12 OFC
0.54 mm²
FPE Ø 4.5 mm
White
1

Lead Inductace @ 1 Mhz - meter
Lead capacitance @ 1 MHz - meter

58 pF

Lead attenuation @ 10 MHz - meter

0.065 dB

Rated voltage

30 Volt

Velocity of propagation (%)

76.58%

American Wire Gauge

20

Mechanical Specifications
Temperature range

fixed installation
flexible installation
fixed installation
flexible installation

Bending radius

-40° C till +80° C
-25° C till +70° C
8 x outer diameter
10 x outer diameter

SDI Run Lengths
SDI
HD-SDI
3G-SDI

Most Used Bitrates
270Mbit/s, 360Mbits/s, 143Mbits/s and 177Mbit/s
1.485Gbit/s
2.970Gbits/s

Cross Section

Distance

Procab Reference Series
Procab Reference series consist of
high quality cables that can be used
in all kinds of applications in the audio
and video world. Professionals like to
work with the reference serie because
it has a life long gaurantee.

Procab reserves the right to change specifications without notice, this is part of our policy to continually improve our products.

